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0.500 DISTANCE FROM
3/16" STEEL ROD FRET NUT
[ / | | 1 1.422
) 2 2.765
TRUSS ROD DETAILS 3/16" ROD 3 4.032 1
THREAD END THREADED 4 5.228
10-32 x .500" LONG (ONE WAY) INTO 3/8" ANCHOR [’X 5 6.356 B 7.00 o
WITH 10-32 THREADS —= ==
6 7.422
7 8.428
| ~ —D— 8 9.377
3/8" STEEL ROD/ 9 10.273
ANCHOR 10 11.118
_ 13.752 (APPROX., SIZE TO FIT NECK) o 11 11.917
— B 12 12.670
13 13.381 1 —
HEAD STOCK NOTE: TRADITIONAL NECK 14 14.052
LAMINATIONS ONLY HAD EBONY STIFFENER 15 14.686
ROSEWOOD & . (NOT RECOMMENDED) 16 15.284
MAPLE (TRADITIONAL 17 15.848
WAS ROSEWOOD ONLY) B 625 18 16.381
TRUSS ROD
77> ;g 1322;‘ —BRIDGE PLATE
. ; TRADITIONAL
U‘/\(((\((Q SH-1 MATL: 1/4 SAWN
e - 4.394 — HARD MAPLE
MAPLE STIFFENER (){07
SECTION B-B /\
B  FINGERBOARD SCALE1:1
12" RADIUS
‘ 3.000
TRUSS ROD
ANCHOR
/ VERTICAL
0.500 GRAIN
MAPLE STIFFENER GRAIN DIRECTION TAIL BLOCK I T-5
MATL: MAHOGANY  —== 9.890 ¢ 3.875 14.056
SCALE 1:2
1-7/8 (TRADITIONAL)
) WIDTH AT NUT |
e { ) j GRAIN DIRECTION
0.70 |
5/16 0.250 /\ [F
‘ — 2.750
3.500
1.400 [F SH.1 e
1.248
HEEL BLOCK = —
— | MATL: MAHOGANY —
SCALE 1:2 1N
BN | | CENTER JOINT
RIENFORCED
WITH CLOTH
PATCH & HIDE
10.25 GLUE
SOUND BOARD DETAILS
, MATERIAL: TRADITIONAL:
— RED SPRUCE OR SITKA - J
BRACES: SPRUCE
TOP —ORIGINAL BRIDGE WAS
COTAWAY sy pEmEsETs
(SADDLE AND PINS IN EINISHED GUITAR
TO SHOW A STRAIGHT LINE)
BACK BRACES
e Bl O G ANY 3/32" CELLULOID SIDE MARKERS
BACK ' AT 3RD, 5TH, 7TH, 9TH, 12TH,15TH
RIENFORCEMENT & 17TH FRETS
(NOTE GRAIN DIRECTION)
| 0.313
~_TAIL BLOCK 0 |
MATL: MAHOGANY
B-4 B-3 |
B-2 B-1 ‘ O
B | —
Z‘l C: 2-5/16 H | o - I ZFA
A / _ 12.670 _
_ 6.000 _
TRADITIONAL LAYOUT 0350
5TH, 7TH AND 9TH FRET S 3.153
ONLY (ROUND OR DIAMOND SHAPES) - : — 0.136
| TRADITIONAL ROSETTE: 241
HERRINGBONE PATTERN T i
WITH INNER AND OUTER RINGS OF
BWBWB | I E—
500. =S
1.000 .
TORTOISE Z’X OGO OO
PICKGUARD —— BINDING: IVOROID/BLACK/IVOROID 0.500
REDDISH TONE— TRADITIONAL: ROSEWOOD
OUTSIDE LIGHT WOOD INSIDE %
_ 1l | 0288 | 0504 el e — BRIDGE DETAILS
B 12.670 o 2310 MATL: ROSEWOOD OR EBONY
= = _ ||, 0.063 — = TRAD: 1" WIDE, 1.125 MAKES A
C STRONGER BRIDGE
MODERN 00'S USE THE DEEP — ‘
KERFED LINING 0.250 BODY DIMENSION FOR INCREASED . J . .
| i SOUND DEPTH/BASS. THE TRADITIONAL
< DIMENSIONS ARE SHOWN AS WELL AS
0.250 THE MODERN DIMENSIONS
— 1 C MAPLE FINGERBOARD 0250, .
STIFFENER MATL: .25 THICK ROSEWOOD
4.125 (TRADITIONAL) 0.125 _ BINDING BINDING — OR EBONY (TRADITIONAL) 625
4-9/16 (DEEP BODY) — R0.250
NUT HEIGHT
_ 10625 TRUSS ROD | — DETERMINED
y SECTION C-C — = 0.625 NUT & WASHER DURING SETUP
(@ SCALE1:1
NN | <>
; N ALAN ARTANY ARN ARN RS AER AR RS ASEETSS S S SSRGS N
: oD >
: /
SADDLE HEIGHT L
— TO BE DETERMINED 87 156 MIN
AT SETUP 875 TRUSS ROD >0
x MATERIAL: ONE WAY STEEL 3/16" TRUSS ROD ANCHOR
END GRAFT ROD, TWO WAY OR TRADITIONAL:
STIFFENED WITH EBONY
BACK & SIDE MATERIAL:
TRADITIONAL: ROSEWOOD \NECK. MAHOGANY
SUGGESTED OPTIONS: :
GENUINE MAHOGANY, INDIAN
ROSEWOOD, OR KOA
3-7/16 (TRADITIONAL)
4-1/8 (DEEP BODY)
f
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